














43

Sound Detector
The sound detector can initiate a call by directly pressing the push-button as well as via a 
corresponding noise level. The sensitivity is adjustable. The detector is fitted with a 2 m 
long connection cord and an RJ-45 connector.

equipped with:

Call / emergency call release via noise level or red call push-button with nurse symbol

Orientation / reassurance lamp, red

Function indicator lamp, green

Order number: 31 04 60

Type: SW-1
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Head Office:

hospicall GmbH
Max-Planck-Str. 3
51674 Wiehl
Tel.: 	 +49 (0)2261 	 50 169-0
Fax.: 	 +49 (0)2261 	 50 169-39
E-Mail: 	info@hospicall.com
Web:	 www.hospicall.com

Contacts

Technical Office Dresden:
hospicall GmbH
Hechtstraße 23
01097 Dresden
Tel.: 	 +49 (0)351 	89 96 07 51
Fax.: 	 +49 (0)351 	89 96 07 50
Mobil: +49 (0)178	 18 30 743
Email:	karin.wedler@hospicall.com

Technical Office Southwest:
hospicall GmbH
Max-Planck-Str. 3
51674 Wiehl
Tel.: 	 +49 (0)2261 	 50 169 34
Fax.: 	 +49 (0)2261 	 50 169 39
Mobil: +49 (0)151	 24 12 15 80
Email:	christin.solbach@hospicall.com

Austria:
Technical Office Salzburg:
hospicall GmbH
Peilsteiner Str. 5-7
A-5020 Salzburg

Tel.: 	 +43 (0)664   65 74 704
Email.: bernhard.nerbl@hospicall.com

Technical Office Nord:
hospicall GmbH
Telgenkamp 18
48336 Sassenberg
Tel.: 	 +49 (0)2583 	 91 99 320
Fax.: 	 +49 (0)2583 	 91 99 321
Mobil: +49 (0)175	 24 55 600
Email: dieter.heitmann@hospicall.com

P3 Call System

P7 Call System with 
Voice Transmission

L3 Individual Bed Lights HC3 WC Call System

hospicall

Technical Office Munich:
hospicall GmbH
Rohretweg 17
83064 Raubling
Tel.: 	 +49 (0)8035 	 87 66 71
Fax.: 	 +49 (0)8035 	 87 66 72
Mobil: +49 (0)151 	 14 20 93 98
Email: bernhard.nerbl@hospicall.com

D5 Personal Protection
System


